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LAIRG 2 WINDFARM CONNECTION

LT0000913 LAIRG

PROPOSED CABLE ROUTE FOR 
PLANNING PERMISSION-FIBRE
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CABLE ROUTE LAYOUT
SCALE 1:5000 MAPPING INFORMATION

Microsoft product screen shot(s) reprinted with permission from
Microsoft Corporation

PRELIMINARY DESIGN ONLY
NOT TO BE USED FOR

CONSTRUCTION

0m

SCALE AT 1:5000
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NOTES:-
1. PROPOSED LAIRG 2 SUBSTATION PLATFORM TO BE CONFIRMED.
2. PROPOSED CABLE ROUTE INDICATIVE ONLY FOR INITIAL

INFORMATION PURPOSES.
3. PROPOSED OHL ROUTE INDICATIVE ONLY FOR INITIAL

INFORMATION PURPOSES.
4. SWEPT PATH VEHICLE BASED ON 16.4m LENGTH ARTICULATED

VEHICLE

LEGEND:-
PROPOSED 132kV CABLE

TEMPORARY STONE ACCESS TRACK

TEMPORARY LAYDOWN AREA

UNDER GROUND FIBRE CABLE

EXISTING ROAD

JUNCTION BOX

TOWER 31

TOWER 19

OPTION 1
INSTALL ALONGSIDE EXISTING ACCESS TRACK

OPTION 2
INSTALL AT TRACK CROSSING

*JOINTING CHAMBERS EVERY 2km
*WARNING TAPE SHALL BE PLACED
75-150mm ABOVE THE FINAL DEPTH
OF THE CABLE
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