oy S230

Q .
o

L)

‘L

/ a

PROJECTION: British National Grid

~

~

7/

\
5232 o W
‘ N | ﬂ

/

Miiir of Ord

o  Tower Location

Alignment Section E

Special Arrangement

Temporary Tower Compound Area
Equipotential Zone (EPZ) (Pulling Position)
Temporary Access Track - Cut/Fill

Temporary Access Track - Floating

Permanent Access Track - Cut/Fill

----- Permanent Access Track - Floating
F_ ™ Study Area (1 km Buffer)
—— WFD Watercourse (SEPA)

[CT7] WFD Loch (SEPA)
Recommended Riparian Corridor (SEPA)

[0 10m Buffer
[ 15m Buffer
[0 30m Buffer

Moray
Firth
:-
0 0.5 1 1.5 2
Kilometres A

SCALE: See Scale Bar VERSION: A04
SIZE: A3 DRAWN: JG
PROJECT: 0720281 CHECKED: RD
DATE: 11/08/2025 APPROVED: KG

Figure 10.2 - 12

Spittal - Loch Buidhe - Beauly 400 kV OHL
Connection

Surface Watercourses and Waterbodies

Z

A

| S

© Landmark Information Group Limited and/or its Data Suppliers (All rights reserved 2010). © Scottish Environment Protection Agency (2024). Contains OS data Copyright Crown copyright and database right 2025. Contains public sector
information licensed under the Open Government Licence v3.0. Sources: Esri, TomTom, Garmin, FAO, NOAA, USGS, © OpenStreetMap contributors, and the GIS User Community, Esri, USGS

Path: \UKSPRDGISFS01\Data\London\Projects\0652629 - SSE Beauly to Loch Buidhe\Maps\0720281 - SLBB - Water Environment.aprx / 0720281 - SLBB - EIA - Water Environment - Surface Watercourses and Waterbodies - A04




